
Q
H

0.05 0.1 0.15 0.2 0.25 0.3 0.35 0.4 0.45 0.5 0.55 0.6 0.7 0.8 0.9 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.3 3.6 4 4.5 5 5.5 6 7 8 9 10 11 12 13 14 Q
H

DSV125E DSV125E DSV125E DSV125E DSV150E DSV150E DSV150E DSV150E DSV150E

60HP 60HP 60HP 75HP 100HP 100HP 100HP 100HP 100HP

DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV150E DSV150E DSV150E

60HP 60HP 60HP 75HP 75HP 75HP 75HP 75HP 100HP 100HP 100HP 120HP

DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV150E DSV150E DSV150E

50HP 60HP 60HP 60HP 60HP 60HP 60HP 75HP 100HP 100HP 100HP 120HP 120HP 120HP

DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV150E DSV150E DSV150E DSV150E

50HP 50HP 50HP 50HP 60HP 60HP 60HP 75HP 75HP 100HP 100HP 100HP 100HP 120HP 150HP

DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV150E DSV150E DSV150E DSV150E

50HP 50HP 50HP 50HP 60HP 60HP 60HP 60HP 60HP 75HP 75HP 100HP 100HP 120HP 120HP

DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV150E DSV150E DSV150E DSV150E

40HP 40HP 40HP 50HP 60HP 60HP 60HP 60HP 60HP 75HP 75HP 100HP 100HP 100HP 120HP

DSV80D DSV80D DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV125E DSV150E DSV150E DSV150E DSV150E

20HP 20HP 40HP 40HP 40HP 50HP 50HP 50HP 50HP 50HP 60HP 75HP 75HP 75HP 100HP 100HP 100HP

DSV65D DSV65D DSV65D DSV65D DSV80D DSV80D DSV80D DSV80D DSV100D DSV125D DSV125D DSV125D DSV125D DSV150D DSV150D DSV150D DSV150D DSV150D DSV125E DSV150E DSV200D DSV200D DSV200D DSV200D

20HP 20HP 20HP 20HP 15HP 15HP 20HP 20HP 30HP 40HP 40HP 40HP 40HP 50HP 50HP 50HP 50HP 60HP 75HP 75HP 75HP 75HP 75HP 100HP

DSV65D DSV65D DSV65D DSV65D DSV65D DSV80D DSV80D DSV80D DSV100D DSV100D DSV100D DSV100D DSV125D DSV125D DSV125D DSV125D DSV150D DSV150D DSV150D DSV150D DSV200D DSV200D DSV200D DSV200D DSV200D DSV250D DSV250D DSV250D DSV250D

15HP 15HP 15HP 20HP 20HP 15HP 20HP 20HP 30HP 30HP 30HP 40HP 40HP 40HP 40HP 40HP 50HP 50HP 60HP 60HP 60HP 75HP 75HP 100HP 100HP 120HP 120HP 120HP 120HP

DSV65D DSV65D DSV65D DSV65D DSV65D DSV80D DSV80D DSV80D DSV100D DSV100D DSV100D DSV100D DSV100D DSV125D DSV125D DSV125D DSV150D DSV150D DSV150D DSV150D DSV200D DSV200D DSV200D DSV200D DSV200D DSV250D DSV250D DSV250D DSV250D DSV250D

15HP 15HP 15HP 20HP 20HP 15HP 20HP 20HP 25HP 25HP 30HP 40HP 40HP 30HP 40HP 40HP 40HP 50HP 50HP 60HP 60HP 75HP 75HP 75HP 100HP 100HP 100HP 120HP 120HP 150HP

DSV65D DSV65D DSV65D DSV65D DSV65D DSV80D DSV80D DSV80D DSV100D DSV100D DSV100D DSV100D DSV100D DSV125D DSV125D DSV125D DSV150D DSV150D DSV150D DSV150D DSV200D DSV200D DSV200D DSV200D DSV200D DSV250D DSV250D DSV250D DSV250D DSV250D DSV250D

15HP 15HP 15HP 15HP 20HP 15HP 15HP 20HP 25HP 25HP 30HP 30HP 40HP 30HP 30HP 40HP 40HP 40HP 50HP 50HP 60HP 75HP 75HP 75HP 100HP 100HP 100HP 120HP 120HP 150HP 150HP

DSV65D DSV65D DSV65D DSV65D DSV65D DSV80D DSV80D DSV80D DSV100D DSV100D DSV100D DSV100D DSV100D DSV125D DSV125D DSV125D DSV150D DSV150D DSV150D DSV150D DSV200D DSV200D DSV200D DSV200D DSV200D DSV250D DSV250D DSV250D DSV250D DSV250D DSV250D DSV250D

15HP 15HP 15HP 15HP 15HP 15HP 15HP 15HP 25HP 25HP 25HP 30HP 40HP 30HP 30HP 40HP 40HP 40HP 40HP 40HP 50HP 60HP 75HP 75HP 75HP 100HP 100HP 120HP 120HP 120HP 150HP 150HP

DSV50C DSV65D DSV65D DSV65D DSV65D DSV65D DSV80D DSV80D DSV100D DSV100D DSV100D DSV100D DSV100D DSV100D DSV125D DSV125D DSV125D DSV150D DSV150D DSV150D DSV150D DSV200D DSV200D DSV200D DSV200D DSV200D DSV250D DSV250D DSV250D DSV250D DSV250D DSV250D DSV250D

5HP 15HP 15HP 15HP 15HP 15HP 15HP 15HP 25HP 25HP 25HP 25HP 25HP 30HP 30HP 30HP 40HP 40HP 40HP 40HP 50HP 50HP 50HP 60HP 60HP 75HP 100HP 100HP 100HP 100HP 120HP 120HP 150HP

DSV50C DSV50C DSV50C DSV65C DSV65C DSV65C DSV65D DSV65D DSV65D DSV65D DSV80C DSV80C DSV80D DSV100C DSV100C DSV100D DSV100D DSV100D DSV100D DSV125D DSV125D DSV125D DSV150D DSV150D DSV150D DSV150D DSV200D DSV200D DSV200D DSV200D DSV200D DSV250D DSV250D DSV250D DSV250D DSV250D DSV250D DSV250D

5HP 5HP 5HP 7.5HP 7.5HP 10HP 15HP 15HP 15HP 15HP 15HP 15HP 15HP 15HP 15HP 25HP 25HP 25HP 30HP 25HP 25HP 30HP 40HP 40HP 40HP 40HP 50HP 50HP 50HP 60HP 60HP 100HP 100HP 100HP 100HP 100HP 120HP 120HP

DSV50C DSV50C DSV50C DSV50C DSV50C DSV65C DSV65C DSV65D DSV65D DSV65D DSV80C DSV80C DSV80C DSV100C DSV100C DSV100C DSV100D DSV100D DSV100D DSV125D DSV125D DSV125D DSV150D DSV150D DSV150D DSV150D DSV200D DSV200D DSV200D DSV200D DSV200D DSV250D DSV250D DSV250D DSV250D DSV250D DSV250D DSV250D

5HP 5HP 5HP 5HP 7.5HP 10HP 10HP 15HP 15HP 15HP 15HP 15HP 15HP 15HP 15HP 15HP 25HP 25HP 25HP 25HP 25HP 25HP 40HP 40HP 40HP 40HP 50HP 50HP 50HP 50HP 60HP 100HP 100HP 100HP 100HP 100HP 120HP 120HP

DSV50C DSV50C DSV50C DSV50C DSV50C DSV50C DSV65C DSV65C DSV65C DSV65C DSV80C DSV80C DSV80C DSV100C DSV100C DSV100C DSV100C DSV100C DSV100D DSV125D DSV125D DSV150C DSV150C DSV150C DSV150D DSV150D DSV200D DSV200D DSV200D DSV200D DSV200D DSV250D DSV250D DSV250D DSV250D DSV250D DSV250D DSV250D

5HP 5HP 5HP 5HP 5HP 7.5HP 10HP 10HP 10HP 10HP 10HP 15HP 15HP 15HP 15HP 15HP 20HP 20HP 25HP 25HP 25HP 25HP 25HP 25HP 40HP 40HP 50HP 50HP 50HP 50HP 60HP 75HP 75HP 100HP 100HP 100HP 100HP 120HP

DSV50C DSV50C DSV50C DSV50C DSV50C DSV50C DSV50C DSV50C DSV65C DSV65C DSV80C DSV80C DSV80C DSV100C DSV100C DSV100C DSV100C DSV100C DSV125C DSV125D DSV125D DSV150C DSV150C DSV150C DSV150C DSV200C DSV200C DSV200D DSV200D DSV200D DSV200D DSV250D DSV250D DSV250D DSV250D DSV250D DSV250D DSV250D

5HP 5HP 5HP 5HP 5HP 7.5HP 7.5HP 7.5HP 10HP 10HP 10HP 10HP 15HP 10HP 15HP 15HP 15HP 15HP 20HP 20HP 20HP 25HP 25HP 25HP 25HP 40HP 40HP 50HP 50HP 50HP 50HP 75HP 75HP 100HP 100HP 100HP 100HP 100HP

DSV40B DSV40B DSV50C DSV50C DSV50C DSV50C DSV50C DSV50C DSV50C DSV50C DSV65C DSV65C DSV80C DSV80C DSV80C DSV100C DSV100C DSV100C DSV100C DSV100C DSV125C DSV125C DSV125C DSV150C DSV150C DSV150C DSV150C DSV200C DSV200C DSV200C DSV250D DSV250D

2HP 2HP 3HP 5HP 5HP 5HP 5HP 5HP 7.5HP 7.5HP 7.5HP 10HP 10HP 10HP 10HP 10HP 15HP 15HP 15HP 15HP 20HP 20HP 20HP 20HP 20HP 25HP 25HP 30HP 40HP 40HP 100HP 100HP

DSV40B DSV40B DSV40B DSV40B DSV50B DSV50B DSV50C DSV50C DSV65B DSV65B DSV50C DSV65C DSV80B DSV80B DSV80C DSV80C DSV100B DSV100C DSV100C DSV100C DSV125B DSV125C DSV125C DSV125C DSV150C DSV150C DSV150C DSV150C DSV200C DSV200C DSV200C DSV200C

2HP 2HP 3HP 3HP 3HP 5HP 5HP 5HP 5HP 5HP 7.5HP 7.5HP 7.5HP 7.5HP 10HP 10HP 10HP 10HP 15HP 15HP 15HP 20HP 20HP 20HP 20HP 20HP 20HP 20HP 30HP 30HP 40HP 40HP

DSV40B DSV40B DSV40B DSV40B DSV50B DSV50B DSV50B DSV50C DSV65B DSV65B DSV65B DSV65B DSV80B DSV80B DSV80B DSV80B DSV100B DSV100B DSV100B DSV100C DSV125B DSV125B DSV125B DSV125C DSV150C DSV150C DSV150C DSV150C DSV200C DSV200C DSV200C DSV200C DSV200C

2HP 2HP 2HP 3HP 3HP 3HP 5HP 5HP 5HP 5HP 5HP 5HP 7.5HP 7.5HP 7.5HP 7.5HP 10HP 10HP 10HP 15HP 15HP 15HP 15HP 20HP 20HP 20HP 20HP 20HP 25HP 30HP 30HP 40HP 40HP

DSV40B DSV40B DSV40B DSV40B DSV50B DSV50B DSV50B DSV50B DSV65B DSV65B DSV65B DSV65B DSV80B DSV80B DSV80B DSV80B DSV100B DSV100B DSV100B DSV100B DSV125B DSV125B DSV125B DSV125B DSV150B DSV150B DSV150B DSV150C DSV200C DSV200C DSV200C DSV200C DSV200C

2HP 2HP 2HP 2HP 3HP 3HP 5HP 5HP 5HP 5HP 5HP 5HP 7.5HP 7.5HP 7.5HP 7.5HP 7.5HP 10HP 10HP 10HP 10HP 15HP 15HP 15HP 15HP 15HP 15HP 20HP 25HP 25HP 30HP 30HP 40HP

DSV40A DSV40B DSV40B DSV40B DSV50B DSV50B DSV50B DSV50B DSV65B DSV65B DSV65B DSV65B DSV80A DSV80A DSV80B DSV80B DSV100B DSV100B DSV100B DSV100B DSV125B DSV125B DSV125B DSV125B DSV150B DSV150B DSV150B DSV150B DSV200C DSV200C DSV200C DSV200C DSV200C

1HP 2HP 2HP 2HP 3HP 3HP 3HP 3HP 3HP 3HP 3HP 5HP 5HP 5HP 7.5HP 7.5HP 7.5HP 7.5HP 7.5HP 10HP 10HP 10HP 10HP 15HP 15HP 15HP 15HP 15HP 20HP 25HP 25HP 30HP 30HP

DSV40A DSV40A DSV40A DSV40B DSV50A DSV50B DSV50B DSV50B DSV65A DSV65A DSV65B DSV65B DSV80A DSV80A DSV80A DSV80B DSV100B DSV100B DSV100B DSV100B DSV125B DSV125B DSV125B DSV125B DSV150B DSV150B DSV150B DSV150B DSV200C

1HP 2HP 2HP 2HP 2HP 3HP 3HP 3HP 3HP 3HP 3HP 3HP 5HP 5HP 5HP 7.5HP 7.5HP 7.5HP 7.5HP 7.5HP 10HP 10HP 10HP 10HP 15HP 15HP 15HP 15HP 25HP

DSV40A DSV40A DSV40A DSV40A DSV50A DSV50A DSV50A DSV65A DSV65A DSV65A DSV65A DSV80A DSV80A DSV80A DSV80A DSV100B DSV100B DSV100B DSV100B DSV100B DSV125B DSV125B DSV125B DSV150B DSV150B DSV150B DSV150B

1HP 2HP 2HP 2HP 2HP 2HP 2HP 2HP 3HP 3HP 3HP 3HP 5HP 5HP 5HP 7.5HP 7.5HP 7.5HP 7.5HP 7.5HP 10HP 10HP 10HP 15HP 15HP 15HP 15HP

DSV40A DSV40A DSV40A DSV40A DSV50A DSV50A DSV50A DSV65A DSV65A DSV65A DSV65A DSV80A DSV80A DSV80A DSV80A DSV100B DSV100B DSV100B DSV125B DSV150B

1HP 1HP 1HP 2HP 1HP 2HP 2HP 2HP 2HP 2HP 2HP 3HP 3HP 5HP 5HP 7.5HP 7.5HP 7.5HP 10HP 15HP

DSV40A DSV40A DSV40A DSV40A DSV50A DSV50A DSV50A DSV65A DSV65A DSV65A DSV65A DSV80A DSV80A DSV80A DSV80A DSV100B

1HP 1HP 1HP 1HP 1HP 2HP 2HP 2HP 2HP 2HP 2HP 3HP 3HP 3HP 3HP 7.5HP

H
Q

0.05 0.1 0.15 0.2 0.25 0.3 0.35 0.4 0.45 0.5 0.55 0.6 0.7 0.8 0.9 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.3 3.6 4.0 4.5 5.0 5.5 6 7.0 8.0 9 10.0 11.0 12.0 13.0 14.0 H
Q

펌프모델 ▶본 사양은 품질 향상을 위하여 예고없이 변경될 수 있음.
동력(HP) ▶본 사양은 당사 제품의 표준 사양으로 무단복제를  금함.

▶DLP 기본 10k 플랜지 적용됨.
   1. Q는 유량(㎥/min)이며,H는 양정(m)입니다

   3. ㅁ안의 글씨는 입니다.

   2. IMPELLER 및 CASING의 재질이 회주철이나 청동이 아닌 특수재질의 경우는 별도의 문의 바랍니다

8 8

6 6

 *SELECTION TABLE 보는 방법

14 14

12 12

10 10

20 20

18 18

16 16

26 26

24 24

22 22

32 32

30 30

28 28

38 38

36 36

34 34

50 50

45 45

40 40

65 65

60 60

55 55

70 70

 동원펌프㈜ 단단볼류트펌프 표준 선정표

80 80

75 75


